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destined for receiving, storing, dispensing, and account-
ing the oil and oil products. Metal tanks are among the 
important welded constructions, used in difficult oper-
ating conditions. The presence in tanks of hard welded 
joints and the reduction of the plastic properties of the 
metal at negative temperatures causes significant internal 
stresses and creates conditions that exclude the possibility 
of their redistribution. These and a number of other rea-
sons, such as uneven precipitation, corrosion, reduce the 
operational reliability of the tank, and, sometimes, lead-
ing to its destruction. Periodic inspection and integrated 
defectoscopy allow timely identify a flaws, that were made 
during the manufacture and construction of tanks, as well 
as those that appeared during operation. To improve the 
reliability and term of working efficiency of tanks without 
sacrificing the current level of oil loading, it is necessary 
to carry out the engineering inspection (expert examina-
tion) of the technical condition of all structural elements 
of tanks in time and in accordance with regulatory docu-
ments and eliminate the identified defects. The problem 
of reliability and operability of equipment and facilities 
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Abstract. The purpose of this work is to increase the accuracy, quality and information content of geodetic surveys of ver-
tical steel tanks by using modern geodetic equipment and creating algorithms for data processing of these observations. 
Method. In order to increase the information content of data for straightening, it is proposed to calculate the geometric 
parameters of vertical steel tanks not only in places where data are directly obtained through instrumental observations, 
but also at any point of the 3D surface of the tank. The paper describes an algorithm for creating a 3D surface of a tank by 
bicubic spline interpolation (BSI). Results on the basis of the conducted research, it was established that the developed al-
gorithm could be used and the 3D-surface spatial coordinates were determined. The method of determining the geometric 
parameters of vertical steel tanks by using BSI is improved.
Scientific novelty and practical significance. Bicubic spline interpolation (BSI) was used for the first time. It greatly increases 
the accuracy and informality of the results of the control. The practical significance is confirmed by the control of the geo-
metric parameters of a vertical cylindrical steel tank with a nominal capacity of 75.000 m3 with a floating roof and a double 
wall of the LODS “Brody” company.
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Introduction
The economic development and welfare of any country in 
the world largely depends on the security needs of the in-
dustry by hydrocarbon raw energy. It does not matter that 
these energy sources are of their own production or are 
imported from other countries to the places of their pro-
cessing, they should be transported by some type of trans-
port. The most economically and technically beneficial for 
the transportation of oil and oil products among all types 
of transport is pipeline transport. Ukraine needs about 40 
million tons of oil annually. Real annual production at its 
own fields is 3−4 million tons. Therefore, the remaining 
needs, almost 90% of “black gold”, we are forced to get 
from Russia. Such a monopoly is extremely disadvanta-
geous for Ukraine. For this purpose, to meet the require-
ments of Ukrainian industry in alternative sources of oil 
supplies, the Odesa-Brody oil pipeline and the “Pivden-
nyy” sea oil terminal were built. The oil depots and fuel 
depots have an important role in the oil supply system. 
The tanks are important engineering structures; they are 
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of the main oil pipeline is very important in the field of 
transport and storage of crude oil and oil products. If the 
equipment is reliable, there will be less downtime in the 
work of transporting oil and oil products, accidents with 
oil spillage and other consequences, harmful to the enter-
prise and the environment.
Tanks, which are in operation, are subject to technical 
diagnostics (expert examination) as objects of increased 
danger (DSTU-NBA.3.1-10:2008 FAT, 2008). According 
to (SUC 60.3.31570412:2010, 2010), expert examination 
(technical diagnostics) includes, in addition to defectos-
copy, the instrumental geodetic measurements such as 
leveling the bottom and the roof cover of the tank, deter-
mining the deviation of the tank walls from the vertical. 
Regulatory documents that regulate these works describe 
the techniques based on the use of outdated tools: car-
riages, plumb, metal rulers and theodolites. Modern meth-
ods of measurement, using electronic total stations and 
laser scanning (Komissarov, Seredovich, & Ivanova, 2006), 
are investigated in the works of professor A. Samoilenko. 
Its results are presented in (Larichev, Lesonen, Maksimov, 
Podgyachev, & Derov, 2010). These methods provide more 
objective and accurate information about the geometry of 
the structure. In order to maximize the use of this infor-
mation, to automate the processes and processing, we car-
ried out the research, using the BSI method to create a 3D 
surface of vertical steel tank (further VST).
The use of electronic devices such as electronic tachom-
eters or levels, ground-based laser scanners (Samoilenko 
& Zaets, 2007; Seredovich & Ivanov, 2006), significantly 
reduces the time and increases the order of measurement 
accuracy. One of the drawbacks, in our opinion, is not 
full use of the available information, that is, the object of 
diametral deviations from the verticality of the tank wall is 
determined only at the observation points, and the height 
of the tank bottom is determined only on four diagonals, 
according to the requirements of the current instruction 
(DSTU-NBA.3.1-10:2008 FAT, 2008). Such sampling con-
trol cannot provide a complete picture of the technical 
condition.
In order to obtain data to estimate the stressed-de-
formed state at any point in the tank, we propose to cre-
ate a 3D model, based on the use of bicubic spline inter-
polation, which meets the accuracy requirements (Burak, 
Kovtun, Levitskiy, & Nychvyd, 2014).
1. Method
In accordance with regulatory requirements (DSTU-
NBA.3.1-10:2008 FAT, 2008; SUC 60.3.31570412:2010, 
2010; GOST 8.570-2000, 2000), tanks should undergo a 
complete calibration not less than 10 years with a tank 
life of up to 20 years and every 8 years when operating 
for more than 20 years. Therefore, in December 2014, the 
ground vertical cylindrical steel welded tank with a nomi-
nal capacity of 75.000 m3 with a floating roof and a double 
wall of the LODS “Brody” company (see Figure 2) was 
decommissioned for a full planned survey. 
LODS “Brody” company (see Figure 1) is one of the 
main petroleum pumping stations of the Druzhba oil 
pipeline and is still the final point of the newly construct-
ed Odesa-Brody oil pipeline system. The LODS “Brody” 
company has been operating for more than 40 years
Technical characteristics of the study tank:
• type − ground vertical cylindrical welded steel tank 
with a nominal capacity of 75.000 m3 with a floating 
roof and a double wall;
• diameter:
 – designed internal diameter of the main (internal) 
tank − 72 000 mm;
 – actual internal diameter of the main (internal) 
tank − 71 880 mm;
 – designed internal diameter of the protective tank − 
78 000 mm;
 – actual internal diameter of the protective tank − 
77 890 mm;
 – outer diameter of the floating roof − 71540 mm;
• wall height:
 – designed height of main (internal) tank – 
19930 mm;
 – actual height of the main (internal) tank – 
19910 mm;
 – designed height of protective tank – 16690 mm;
 – actual height of the protective tank – 16170 mm;
Figure 1. Tank field of LODS “Brody” company
Figure 2. Ground vertical cylindrical steel welded tank with 
a nominal capacity of 75.000 m3 with a floating roof and a 
double wall of the LODS “Brody” company
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• according to the technical passport on the tank:
 – capacity − 75 330 m3;
 – maximum filling height − 18.5 m;
 – the width of the sealing space is 200 mm;
 – mass of floating roof with supporting posts – 
309.69 tons;
 – weight of the rolling ladder – 38.54 tons;
 – Estimated immersion of a floating roof on water − 
230−255 mm.
We used the method of determining the deviations of 
the tank walls from the vertical, which was based on car-
rying out coordinate measurements of each welding seam 
which density is suitable for our purpose (Burak, Kovtun, 
& Levitskiy, 2015). Depending on the situation around the 
tank, we chose a geodetic network scheme in the form 
of a closed triangle, a quadrilateral, a hexagon, or even 
an octagon. The shortest distance from the points of the 
geodetic network to the tank generator was from one to 
four tank heights. It is recommended that the sides of the 
geodetic network have approximately the same length, and 
the distances from the points of the geodetic network to 
the tank wall should be approximately equal. Taking into 
account (Tarasenko & Tishchenko, 2009) and (Trevogo, Il-
kiv, & Kukhtar, 2013), measurements of only 4 seam were 
made by the electronic total station from one station in 
order to avoid the possibility of a beam slipping or loss 
of accuracy due to its scattering. Thus, the coordinates of 
the tank wall along the vertical from the lowest point of 
the first belt (SUC 60.3.31570412:2010, 2010) at the level 
of each belt of the tank were obtained. 
The measurements were carried out in the conditional 
coordinate system due to the absence of the planned co-
ordinates of the reference points near the tank. Using cer-
tain coordinates of the stations, linear-angular values of 
the tacheometrical traverse were calculated, which allowed 
us to compensate it. According to the results of compensa-
tion, the tacheometrical traverse (see Figure 3) was meas-
ured with a relative accuracy of 1/52100. 
After instrumental observations, the coordinates X, Y, 
and H were obtained for 278 points in the conventional 
coordinate system. 
To build a 3D surface of the tank, a method for con-
structing the Hermite bicubic interpolation surface (Al-
berg, Nilson, & Walsh, 1972; Shikin & Plis, 1996) was 
developed (1).
Let us number the obtained points in a certain or-
der and write in the form of a matrix with elements 
, ( , , )i jM x y z , = 0..i n , = 0..j m , where n – is the number 
of points along the vertical, the numbering increases from 
the upper belt to the lower one, and m is the number of 
points in one belt, the numbering increases counterwise.
To construct an interpolation spline surface with these 
points, each of ×n m  elements are formed by 4 adjacent 
nodes ,i jM , +1,i jM , +, 1i jM , + +1, 1i jM  of the desired sur-
face, we will define by parametric expressions.
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Figure 3. Tacheometric traverse around the tank
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Th e symbols 1 ,t i j∂ r , 1 ,s i j∂ r , 2 ,ts i j∂ r  meaning the values 
of the corresponding derivatives of the vector function 
( , )( , )i j s tr at 0s = , 0t =  at the points , ,i j i jM ≡ r , and 
1
,t i jx∂ , 1 ,s i jx∂ , 2 ,ts i jx∂  – the components on the x-axis, 
respectively.
The Hermitian form the spline surface for given val-
ues ,i jr , 1 ,t i j∂ r , 1 ,s i j∂ r , 2 ,ts i j∂ r , 0..i n= , 0..j m=  ensures 
the continuity of the vector function itself, its first and 
second mixed derivatives at all internal points of the sur-
face. However, in practice, according to the measurement 
results , ,i j i jM ≡ r , 0..i n= , 0..j m= , only the coordinates 
of the points, are usually known, while the values of the 
derivatives at these points are unknown. In such cases, to 
determine the unknown quantities at these points 1 ,t i j∂ r , 
1
,s i j∂ r , 2 ,ts i j∂ r , impose the conditions of continuity of high-
er derivatives 2 ( , )( , )i jtt s t∂ r , 2 ( , )( , )i jss s t∂ r  and 3 ( , )( , )i jtss s t∂ r  
or 3 ( , )( , )i jstt s t∂ r  at the interior points, as well as the bound-
ary conditions at the edges of the surface.
The continuity conditions for the second derivatives 
at all internal points ,i jM  (including along the border, 
except ones on corners) will be:
2 ( , 1) 2 ( , )(0,1) (0,0)i j i jtt tt−∂ = ∂r r , = 0..i n , = −1.. 1j m ,
2 ( 1, ) 2 ( , )(1,0) (0,0)i j i jss ss−∂ = ∂r r , = −1.. 1i n , = 0..j m . (7)
Calculating the derivatives of expressions (2) and mov-
ing the unknown terms to the left, and the known ones to 
the right, we obtain:
1 1 1
, 1 , , 1 , 1 , 14 3 3 ,t i j t i j t i j i j i jM M− + − +∂ + ∂ + ∂ = − +r r r
= 0..i n , = −1.. 1j m ; (8)
1 1 1
1, , 1, 1, 1,4 3 3 ,s i j s i j s i j i j i jM M− + − +∂ + ∂ + ∂ = − +r r r  
= −1.. 1i n , = 0..j m . (9)
For definiteness we assume that a change in the param-
eter s  leads to a change in the vector function ( , )( , )i j s tr
along the column (index i), and variable t – along the row 
(index j) of the matrix of nodes ,i jM . In addition, the 
location of points on the surface is according to the num-
bering of the matrix elements ( , )i jM (see Figure 4).
For the construction of a closed cylindrical spline sur-
face on two opposite edges of this surface, the periodicity 
conditions were set (the value at nodes for j = m coincide 
with the values for j = 0):
1 ( , 1) 1 ( ,0)(0,1) (0,0)i m it t−∂ = ∂r r ,
2 ( , 1) 2 ( ,0)(0,1) (0,0)i m itt tt−∂ = ∂r r , = 0..i n . (10)
Th erefore, to determine the unknown quantities, we 
obtain following Equations (11).
1 1
,0 , 0t i t i m∂ − ∂ =r r , = 0..i n , 
1 1 1 1
,0 ,1 , 1 ,
,0 ,1 , 1 ,
2 2
3 3 3 3 .
t i t i t i m t i m
i i i m i mM M M M
−
−
∂ + ∂ + ∂ + ∂ =
− + − +
r r r r
 (11)
On the other two free edges (at i = 0 and i = n) we set 
the conditions for the zero derivatives of the first deriva-
tives (12).
1 (0, ) 1 ( 1, )(0,0) 0, (1,0) 0,j n js s −∂ = ∂ =r r  = 0..j m , (12)
where we obtain the equation for values:
1 1
0, ,0, 0, 0.. .s j s n j m∂ = ∂ = =r r  (13)
Algorithm for calculating the Hermite interpolation 
surface
The easiest way to construct a spline function of two vari-
ables is to consistently apply the algorithm for calculating 
the spline function of one variable (Zavyalov, Kvasov, & 
Miroshnichenko, 1980; Kvass, 2006). Thus, to determine 
the three arrays of unknown values of the derivatives
 1
,t i j∂ r , 1 ,s i j∂ r , 2 ,ts i j∂ r  in the points ,i jM , = 0..i n , = 0..j m  
you need to complete three stages of calculations:
1) to calculate the values 1 ,t i j∂ r , it is necessary to con-
struct the splines of a single variable t , using the rows of 
the matrix ,i jM , = 0..i n  (14), (15).
( , ) ( , )(0, ) (0) ( )i j T i j Tt S T t= =r BM B
1 1
, , 1 , , 1 2
3
11 0 0 0
0 0 1 0
.
3 3 2 1
2 2 1 1
T







   ∂ ∂     − − −
  
−      
r r r r  (14)
According to conditions (5) and (6), the problem of 
determination ∂1 ,t i jr  
is reduced to solving linear three-
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Figure 4. The layout of nodes for the element 
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The number of equations for each (of the three) sys-
tems corresponds to m – 1 internal nodes of the i-th row 
of the matrix Mij (the first condition of continuity on 
each internal node) plus two boundary conditions of the 
extreme nodes (the first and last lines), that is, together  
m + 1 equations. Given the number of rows, we have 
+ × +( 1) ( 1)m n  equations to determine the same number 
of unknowns 1 ,t i j∂ r .
2) to calculate the values 1 ,s i j∂ r , we construct the 
splines from the variable s  on the columns of the matrix 
Mij 
, = 0..j m  (16), (17).
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According to conditions (14) and (15) for determina-
tion 1 ,s i j∂ r  we have similar linear matrix equations of the 
form:
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where there are n – 1 continuity conditions in the internal 
nodes of  j-th column of the matrix Mij 
plus two boundary 
conditions of the extreme nodes (the first and last lines), 
that is, together n + 1 equations. As a result, we also ob-
tain + × +( 1) ( 1)n m  equations for determining the same 
number of unknowns 1 ,s i j∂ r .
3) to find the values of mixed derivatives 2 ,st i j∂ r , there 
are two options for constructing a spline of one variable − by 
rows of the matrix 1 ,s i j∂ r  
or by columns of the matrix 
1
,t i j∂ r , 
obtained in the previous stages of the calculation, 
requiring continuity of third 3 ( , )( , )i jstt s t∂ r or 3 ( , )( , )i jtss s t∂ r  derivatives  and satisfying the corresponding boundary conditions. In essence, the conditions of continuity of 
third derivatives mean the continuous rate of change of 
the second derivatives in the direction, determined by the 
parameter s or t. In order to compare the results, we will 
implement both versions of the construction. Here, for 
example, we present a system of equations for calculating 
values 2 ,st i j∂ r  
as a result of constructing splines from a 
variable t in rows of a matrix 1 ,s i j∂ r , obtained in the sec-
ond stage. To do this, we write the continuity conditions 
for third derivatives 3 ( , )( , )i jstt s t∂ r  in the internal nodes: 
3 3
, ,(0,1) (0,0)stt i j stt i j∂ =∂r r , 0..i n= , 1.. 1j m= −  (18)
or by calculating the derivatives of expressions (2) and 
moving the unknowns to the left, we will get:
2 2 2 1 1
, 1 , , 1 , 1 , 14 3 3 ,st i j st i j st i j s i j s i j− + − +∂ + ∂ + ∂ = − ∂ + ∂r r r r r
= 0..i n , = −1.. 1j m . (19)
In the outermost nodes, we define the conditions for 
periodicity (surface closure):
2 ( , 1) 2 ( ,0)(0,1) (0,0)i m ist st−∂ = ∂r r ,
3 ( , 1) 3 ( ,0)(0,1) (0,0)i m istt stt−∂ = ∂r r , = 0..i n , (20)
that is, to determine the unknown quantities, we obtain 
the corresponding equations:
2 2
,0 , 0st i st i m∂ − ∂ =r r , = 0..i n , 
2 2 2 2
,0 ,1 , 1 ,
1 1 1 1 .,0 ,1 , 1 ,
2 2
3 3 3 3
st i st i st i m st i m
s i s i s i m s i m
−
−
∂ + ∂ + ∂ + ∂ =
− ∂ + ∂ − ∂ + ∂
r r r r
r r r r
 (21)
So, according to conditions (15) and (16), the matrix 
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It should be noted, that the value of mixed derivatives 
2
,st i j∂ r , obtained from other conditions, will generally dif-
fer.
Finally, using computed arrays of partial derivatives 
1
,t i j∂ r , 1 ,s i j∂ r , 2 ,ts i j∂ r , at given points Mij, and by using the 
formulas (2), we can build fragments of the Hermite in-
terpolation bicubic surface.
2. Results of the research
Using the created algorithm we obtained matrices con-
taining information about the coordinates of four points 
on the corners of the surface and partial derivatives at 
these points. For example, we give the value for the frag-
ment i = 3, j = 5:
       
       
       
              
   
   
   
      =(3.5)
81.0270 76.0740 –4.3554 –4.382
131.069 137.3000 6.6038 6.6148
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Using (2) and (23), a bicubic spline was found, which 
defines the surface for i = 3, j = 5:
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(24)
Where the first element of the vector contains a bicu-
bic polynomial of 16 members, which defines X(s, t), the 
second − Y(s, t) and Z(s, t) − the third.
By using the obtained function, a fragment of the sur-
face was constructed.
The surface of the VST of the LODS “Brody” company 
(Figure 5a) was obtained by stitching of 240 surfaces (Fig-
ure 5b). These surfaces will constructed, using the pro-
posed algorithm, based on bicubic spline interpolation.
The Figure 5c clearly shows the presence of torsion and 




Figure 5. a) 3D visualization of the surface of the VST 75.000 
m3 LODS “Brody”; b) a fragment of the interpolation bicubic 
Hermite surface for the region i = 3 j = 5; c) the top view
the construction of surfaces ensures the presence of these 
characteristics. The information content of the obtained 
results in the form of images allows to be used them for a 
detailed analysis of the technical condition of tanks.
3. Scientific novelty and practical significance
Currently, there are several software systems, such as 
MathCAD, Surfer, MatLab (Rovenski, 2010), which allow 
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you to build surfaces and find the value of spatial coordi-
nates in the required locations of these surfaces, but be-
cause of the closeness of the program code, users do not 
know the principles of the algorithms used. Also, obtain-
ing a complete bicubic polynomial, if it was used for con-
struction, is impossible. Therefore, an important aspect of 
using the proposed algorithm is precisely the possibility 
of obtaining a complete bicubic polynomial of a spatial 
spline, describing a 3D surface, because it is necessary to 
work with functions for solving many engineering prob-
lems.
On the basis of the conducted research, it was es-
tablished that the created algorithm can be used for the 
practical implementation of geodetic surveys using the 
example of a vertical cylindrical steel welded tank with a 
nominal capacity of 75.000 m3 with a floating roof and a 
double wall of the LODS “Brody” company.
Conclusions
The method, proposed by the authors, for processing the 
results of geodetic surveys allows to improve the accuracy, 
information content and quality of determining the geo-
metric parameters of vertical steel tanks.
An algorithm for processing data of instrumental geo-
detic observations has been created allows to creating 3D 
surfaces of tanks, using the complete bicubic polynomial.
The clarity of the obtained results will allow to improv-
ing the quality of the technical condition assessment, in-
crease the operational reliability and extend the service 
life of the tanks.
The resulting spline functions allow to solve a number 
of engineering problems, for example, determining the 
stressed-deformed state of steel tanks.
Future studies are planned to be devoted to the use of 
bicubic spline interpolation to determine the geometric 
parameters of vertical steel tanks.
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